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233 PC

Specifically designed for irrigating field 
boundaries and edges

Applications: Full coverage overhead irrigation of 
field crops and pastures

•	3/4” metal adjustable part-circle sprinkler
•	Available with both male and female BSP or NPT end 
connections

•	Unique and easy to replace plastic part-circle 
mechanism

•	High water distribution with spacing up to 20 m
•	Color-coded bayonet nozzle for easy service
•	Integrated stream-straightening vane for maximum 
range

•	Sand and dust protection sleeve ensures reliable 
operation and durability

•	Red cap completely seals and protects drive spring and 
protects from frost damage

Overhead Part-Circle Metal 
Sprinkler
3/4” part-circle metal impact sprinkler for 
field boundaries to achieve high uniformity 
when combined with full-circle sprinklers

233 PC PERFORMANCE TABLE

Nozzle Color
(mm)

P
(bar)

Q 
(m3/h)

D 
(m)

4.0 
Black

3.0 1.040 28.0

4.0 1.200 29.0

5.0 1.350 29.0

4.5 
Brown

3.0 1.320 31.0

4.0 1.540 32.0

5.0 1.710 32.0

5.0 
Purple

3.0 1.610 33.0

4.0 1.870 34.0

5.0 2.100 35.0


